NO. BAG | FILTER NO. 100 PSI| EST. |OUTLET
oF Lo | area | oOF fowe s weieht| size | GENERAL DIMENSIONS
BAGS (N> |¢SQ. FT>|VALVES| (SCFM) [ <LBS» (IND
A B C D E F
CB 36 30 3.1 290 4’9 2’'-0”" 1'-6” | 3’-10" | 5'-4" o6
1_N¥ /1 __ " 1 __ " /1 __ " -
5 58| st 3 3.3 360 | THRU | 2-0* | v-¢* | 5-8" | 7-2" | 20 | [ g
84 74 35 400 7'® 2’'-0” 1'-6” | 7'-10" | 9'-4~
CB 36 43 4.5 380 S'® 2’'-8" 1'-8” | 3’-10" | 5'-6” 34
/7 __ " /7 __ A 1 __ s /7 __ A -
70 8| 72 4 4.7 450 | THRU | 2'-8" | 1-8" | 5'-8" | 7-4" | P8 | {5
84 106 S.1 510 8’® 2’'-8” 1'-8” | 7'-10" | 9'-6"
CB S8 101 4.8 625 6’0 3'-0” 1'-8” 5'-8” 7'=4" 38
1_Nv r_Qu 1 " r_gw B
74 84| 18 4 5.2 715 | THRU | 3'-0" | 18" [ 7-10" | 9-6" | 32 | ps
100 178 5.4 888 9'® 3'=-0" 1'-8” 9'—-2” | 10'-10
CB 58 131 6.0 800 7'® 3'-47 1’-10" | 5'-8” 7'-6" 4
18 84 191 4 6.5 S20 THRU 3'—-4" 1’-10” | 7'-10" | 9'-8” 3 6 1/0"
100 229 6.8 1000 10”9 3'-47 1’-10" | 9'-p” 11'-0”
CB S8 173 6.5 1150 8’® 4'-0" 1’-10" | 5'-8” 7'-6" 50
84 254 5 6.9 1290 THRU 4'-0" 1’-10” | 7'-10" | 9'-8” 4 4 1/02"
24 100 305 7.2 1410 11’9 4'-0" 1’-10" | 9'—-2” 11'-0”
CUSTOMER DATA OPTIONS & ORIENTATIONS LIFTING LUGS
S '
— BIRDSCREEN :
AIR/CLOTH RATIO — C.AP. ACCESS : (DS#EWEAA%EE%EEEI
PRODUCT —— DAP. ACCESS - " BIRDSCREEN)
TEMPERATURE — PLATFORM d SEE NOTE 4
DUST LOADING — LADDER :
— FAN °
CONSTRUCTION LEVEL INDICATOR . SOLENOID/TIMER
— INTERIOR PAINT °
—__MS (STANDARD) " SUPPURT GRID : e NGTE S
— SS (DUST CONTACT> EXPLOSION DOOR °
— SS (GAS CONTACT> SUPT. SADDLE °
— OTHER — INSULATION . PRESSURE TAPS
—— SPRINKLER AND BRACKET FOR
FILTER BAGS —_— EBIEEEDID?\I %‘%{4 AND - MAGNEHELIC GAUGE
- §¥QEEARD 16 0Z. PE - E?EEEURE SWITCH : o
AIR HEADER WITH
T MAGNEHELIC COMNS. >
’ ’ R o ACCESS DOOR
HEII-l:_ES 7|:{N16§2Aj 180 0 HEADER HINGED ON LEFT
7 BC SEE NOTE 6
ANGLE RING BASE 20 /
ALL UNITS USE 2’ X 2° X 3/16° ORIENTATION VIEW / SUPPORT GRID
1 1;25: EXP.Ii tl:/BE'7 Xug./rlss'wEIIlEEEusRINGs FOR LOCATING COMPONENTS
SHOP NOTES REV.| DESCRIPTION DatE
1> DESIGN PRESSURE UP TO +/- 20 W.G. UNITS TOLERANCES
2) SHOP PAINT: ALL EXTERIOR MS SURFACES UNLESS OTHERVISE SPECIFIED, FRACTIONAL ANGULAR
ONE (1) COAT SHERWIN WILLIAMS METALASTIC DTM ACRYLIC ALL DIMENSIONS ARE IN INCHES. t e ts
MODIFIED ENAMEL (SWBSSZ600SHG) ULTRA GRAY @ 4 MILS D.F.T. MIN. THIS MATERIAL IS THE SOLE PROPERTY OF ULTRA INDUSTRIES INC. AND SHALL
D AIR HEADER IS ALWAYS LOCATED AT 0 DEGREES, T B LS T A AT Vil et
4> CLEAN AIR OUTLET CANNOT BE AT 0 DEGREES. NO BACKCHARGES FOR FIELD RELATED WORK OF ANY KIN‘D WILL BE ACCEPTED
5> A NEMA 4 SOLENOID/TIMER BOX ASSEMBLY IS SUPPLIED. THE UNLESS FIRST REQUESTED AND AGREED TO WITH WRITTEN AUTHORIZATION
SOLENOID VALVES ARE PREWIRED TO THEIR RESPECTIVE TIMER FROM ULTRA INDUSTRIES INC.
OUTPUT TERMINALS. THE SOLENOID PORT IS PRE-CONNECTED TO ITS
RESPECTIVE DIAPHRAGM VALVE RELIEF PORT USING POLY-FLOW TUBING. ULTRA INDUSTRIES, INC.
m 1908 DEKOVEN AVE. RACINE, WISOO&SN 53403
6> ALL UNITS WITH 58° & 84° FILTER BAGS WILL HAVE 20° X 36° PHONE: 262/633-8070  FAX: 262/633-5102
HINGED ACCESS DOORS. ALL UNITS WITH 100° FILTER BAGS WILL FOR SPARE PARTS, CALL: 1—800—85ULTRA
HAVE 20° X 44 HINGED ACCESS DOORS. CB-7-36 UNITS WILL HAVE e N.T.S. AL v TR 5% VLD
A 16° X 24* HINGED ACCESS DOOR. CB-7-58 & CB-7-84 UNITS WILL M 00 ARRANGEMENT I  foees
HAVE A 16* X 36" BOLTED ACCESS DOOR. =
7> GENERAL ARRANGEMENT IS TO BE USED FOR REFERENCE ONLY AND GENERAL ARRANGEMENT
NOT FOR CONSTRUCTION UNLESS CERTIFIED BY CUSTOMER. i -

=

CB—7 —— CB—24 COLLECTORS

BOTTOM BAG REMOVAL CB7-24 II [




NO.  BAG | FILTER NO. 100 PSI EST. OUTLET
oF  LoH | area | oF kowe. s velHT| sz | GENERAL DIMENSIONS
BAGS (N> |¢SQ. FTO|VALVES| (SCFM) | <(LBS» (IND
A B C D E F
CB 58 245 7.0 1420 9’® 4'-8* 2’'-0" o'-8" 7'-8" sg
Gq 84| 360 6 7.7 | 1570 | THRU | 4'-8° | @-0" | 7-10" | 910" | D2 | /g
100 432 8.0 1700 12’9 4'-8* 2’'-0" 9'-2 11'-2*
CB 58 281 7.5 1570 10”9 5'-0" 2’'-0" 5'-8" 7'-8" 60
39 84 414 7 8.0 1780 THRU 3'-0" 2’—-0” 7'-10" 9'-10" 56 1/2"
100 495 8595 1910 13’9 S'-0" 2’'-0" 9'-2 11'-2*
CB 58 346 10.3 1750 11’9 5'-6 2’'-2" | 9'-8" | 7'-10" 68
48 84| 509 8 [ 107 [ 1900 | THRU | 5'-e” | @—2* | 7-10" | 100" | §4 | /oo
100 609 11.1 2190 14'® o2'-67 e’'-2" | 9'-27 11'-4"
CB S8 418 10.6 1950 12'g 6'-0" c'—-4" | 5'-8* 8'-0" 24
£g 84| elS S 12 | 210 | THRU | &=0" | e-4" | 7-10" | 102’ | 68 | { oo
100 736 11.8 2290 157¢ 6'-0" 2’4" | 9'-2" | 11'-6"
CB 58 468 11.3 2090 13’9 6'-6" 2'-4" | 3'-87 8'-0" S0
G5 84| 689 g 117 | 2450 | THRU | 6'-6" | 2'=4" | 7'-10° [ 102" | /2 | {as
100 825 121 2630 16@ 6'-6" 2’4" | 9'-2" | 11'-6"
CUSTOMER DATA OPTIONS & ORIENTATIONS
AIR VOLUME — DOUTLET . LIFTING LUGS
FILTER AREA — BIRDSCREEN °
AIR/CLOTH RATID C.AP. ACCESS . CLEAN AR DUTLET
— D.AP. ACCESS °
TEMPERATURE Pl ATFORM < <GFT. BIRDSCREEN)
DUST LOADING LADDER °
— _FAN :
CONSTRUCTION —___ LEVEL INDICATOR . s(”ni@%%s%ﬁ%fj
— MS (STANDARD) - ISI\EJTP%%IE'F ERAII]:']\IT .
— SS (DUST CONTACT> EXPLOSION DOOR .
— SS (GAS CONTACT> SUPT. SADDLE °
OTHER — INSULATION '
— SPRINKLER : MAGNEHELIC GAUGE
— s — S, —
— STANDARD 16 OZ. PE — PRESSURE SWITCH °
OTHER — OTHER - AIR HEADER WITH
LA MAGNEHELIC CONNS.
3716 1D 270°
) 180° 0° HEADER HINGED DN LEET,
’/ ” E ” 7/16¢ (SEE NOTE #7>
oies B
ANGLE RING BASE ORIENTATION VIEW e SUPPORT GRID
2° X 2° X 3/16' ANGLE RINGS FOR LOCATING COMPONENTS
SHOP NOTES REV.| DESCRIPTION e
1> DESIGN PRESSURE UP TO +/- 20° W.G. UNLESS I:ITHEl:\v'\Il]i[S-IE-SSPECIFIED FRAITII:II:II;IAELRANCAENEULAR
2> SHOP PAINT: ALL EXTERIOR MS SURFACES ALL DIMENSIINS ARE IN INCHES. + 1/8° + 5°
FINISH ONE <1> COAT SHERWIN WILLIAMS METALASTIC DTM ACRYLIC
MODIFIED ENAMEL (SWBS5Z600SHG> ULTRA GRAY @ 4 MILS DF.T. MIN THIS MATERIAL IS THE SOLE PROPERTY OF ULTRA INDUSTRIES INC. AND SHALL
NOT BE REPRODUCED, PUBLISHED OR DISCLOSED TO ANYONE WITHOUT OBTAINING
3) AIR HEADER IS ALWAYS LOCATED AT 0 DEGREES. THE WRITTEN AUTHORIZATION OF ULTRA INDUSTRIES INC.
4) CLEAN AIR OUTLET CANNOT BE AT 0 DEGREES. NO BACKCHARGES FOR FIELD RELATED WORK OF ANY KIND WILL BE ACCEPTED
5) A NEMA 4 SOLENOID/TIMER BOX ASSEMBLY IS SUPPLIED, THE S T TED NiND AGREED TD VITH WRITTEN AUTHORIZATION
o, o e ey W b el e,
RESPECTIVE DIAPHRAGM VALVE RELIEF PORT USING POLY-FLOW m NI S SR A0
TUBING. PHONE: 262/633-5070  FAX: 262/633-5102
® EINGED ACCESS DODRS, ALL UNITS WITH 100° FILTER BAGS WiLL % | —— 7
HAVE 20° X 44 HINGED ACCESS DOORS. e 6-00 ARRANGEMENT Il Iy
7> GENERAL ARRANGEMENT IS TO BE USED FOR REFERENCE ONLY AND
NOT FOR CONSTRUCTION UNLESS CERTIFIED BY CUSTOMER. GENERAL ARRANGEMENT

MODEL DRAVING NUMBER REV.
| CB—34 —— CB—65 COLLECTORS
BOTTOM BAG REMOVAL CB34—-65 II 0




—— FAN

—— LEVEL INDICATOR
— INTERIOR PAINT
— SUPPORT GRID
— EXPLOSION DOOR
— SUPT. SADDLE
—— INSULATION

— SPRINKLER

— SOLENDOID BOX
—— PULSE ON DEMAND
— PRESSURE SWITCH
— OTHER

CONSTRUCTION

—— MS (STANDARD)
— SS (DUST CONTACT>
—— SS (GAS CONTACT)
— OTHER

FILTER BAGS
— STANDARD 16 OZ. PE
OTHER —

lAl+

MAGNEHELIC CONNS,
3716 1D a7o

180° 0° HEADER

L " E " 7/168
=¥ HOLES ON A
“F ¥ BC 90°
ORIENTATION VIEW

FOR LOCATING COMPONENTS

SHOP NOTES

1> DESIGN PRESSURE UP TO +/- 20° W.G.

2> SHOP PAINT: ALL EXTERIOR MS SURFACES
ONE COAT OF DIRECT-TO-METAL ENAMEL, SERIES 55,
COLOR (SWBSSWI0ISHGY ULTRA GRAY @ 1-1 1/2 MILS DF.T.,

3> AIR HEADER IS ALWAYS LOCATED AT 0 DEGREES.
4> CLEAN AIR OUTLET CANNOT BE AT 0 DEGREES.

5S> A NEMA 4 TIMER AND SOLENOID BOX ASSEMBLY IS SUPPLIED. THE
SOLENOID VALVES ARE PREWIRED TO THEIR RESPECTIVE TIMER
OUTPUT TERMINALS. THE SOLENOID PORT IS PRE-CONNECTED TO ITS
RESPECTIVE DIAPHRAGM VALVE RELIEF PORT USING POLY-FLOW TUBING.

5> CB-80 UNITS WILL HAVE A NEMA 4 SOLENOID/TIMER BOX ASSEMBLY.
CB-102 - CB-164 UNITS WILL HAVE A NEMA 4 SOLENOID BOX.
THE SOLENDID VALVES ARE PREWIRED TO THEIR RESPECTIVE TIMER
OUTPUT TERMINALS. THE SOLENOID PORT IS PRE-CONNECTED TO ITS
RESPECTIVE DIAPHRAGM VALVE RELIEF PORT USING POLY-FLOW TUBING

6) A TIMER & NEMA 4 TIMER BOX IS SUPPLIED AND SHIPPED LOOSE FOR
FIELD LOCATING AND MTG. THE TIMER BOX REQUIRES 1 PH / 60 HZ /
115 VOLT ELECTRICAL CONNECTION., <CB-102 - CB-164 UNITS ONLY).

6) ALL UNITS WILL HAVE A 20" X 44* HINGED ACCESS DOOR.

7> GENERAL ARRANGEMENT IS TO BE USED FOR REFERENCE ONLY AND
NOT FOR CONSTRUCTION UNLESS CERTIFIED BY CUSTOMER.

ANGLE RING BASE

2% X 2' X 3/16* ANGLE RINGS

S| el | W RS B T GENERAL DIMENSIONS
BAGS (IN> [¢SQ. FT)|VALVES| (SCFM> | <LBS> | (IN)
A B C D E F
84 | 848 130 | 3280 | 14 | 7'-0" | 2'-6" | 7'-10" | 10'-4"
(B 50 | 1016 10 | 140 | 3600 | THRU | 7°-0* | 2-6* | 9-2 | w-8"| 68 | KE”
80 ~20 1225 152 | 3806 | 17°¢ | 7'-0" | 2'-6” | 10'-10" | 13'-4"
84 | 1081 135 | 3820 | 15'¢ | 8-0" | 2-8” | 7'-10" | 10'-6"
70032 100 | 1295 | 1] | 145 | 4160 | THRU | 8-0" | 2-8” | 9'-2* | 1w-10| /& |9K”
120 | 1562 157 | 4396 | 18’9 | 8-0" | 2'-8” | 10'-10" | 13'-6"
84 | 1315 140 | 4460 | 16" | 8'-6" | 2'-8" | 7/-10" | 10'-6"
70234 100 | 1574 | 172 | 150 | 4835 | THRU | 8-6* | 2'-8“ | 92 [ w-107| K0 104"
120 | 1899 162 | 5086 | 19'9 | 8'-6” | 2'-8” | 10'-10" | 13'-6"
84 | 1410 160 | 5100 | 179 | 9'-0* | 2'-8” | 7/-10" | 10'-6"
7%% 100 | 1689 | 1P | 170 | 5510 | THRU | 9-0” | 2-8” | 9'-2* | w-10"| 84 1107
120 | 2037 182 | 5775 | 20'¢ | 9'-0" | 2'-8” | 10'-10" | 13'-6"
84 | 1739 186 | 6800 | 1879 | 10'-0” | 2'-10" | 7'-10" | 10'-8*
706,34 100 | 2082 | 14 | 198 | 7200 | THRU | 10'-0” | 2-10" | 9'=2” | 12’-0" | G2 |1 22"
120 | 2512 210 | 7495 | 21"¢ | 10'-0” | 2’-10” | 10’10 | 13'-8"
CUSTOMER DATA OPTIONS & ORIENTATIONS “A” DIA.
9%ET¥ELAJ£4EEA — EEJJ:IESEJREEN : Q 7 LIFTING LUGS
PRODUCT T T BB Access : TR SikpetREE N
EEQ?EESZgIREG — EkSEEERM : (OPT. BIRDSCREEN)

TIMER CONTROLS
(SEE NOTE S & 6

PRESSURE TAPS
AND BRACKET FOR
MAGNEHELIC GAUGE

v
AIR HEADER WITH
DIAPHRAGM VALVES
& PRESSURE GAUGE

ACCESS DOOR,
HINGED ON LEFT
(SEE NOTE #7)

SUPPORT GRID

REV.| DESCRIPTIGN DATE

UNITS

UNLESS OTHERWISE SPECIFIED,
ALL DIMENSIONS ARE IN INCHES.

TOLERANCES

FRACTIONAL ANGULAR
+ 178 + 5

THIS MATERIAL IS THE SOLE PROPERTY OF ULTRA INDUSTRIES INC. AND SHALL
NOT BE REPRODUCED, PUBLISHED OR DISCLOSED TO ANYONE WITHOUT OBTAINING
THE WRITTEN AUTHORIZATION OF ULTRA INDUSTRIES INC.

NO BACKCHARGES FOR FIELD RELATED WORK OF ANY KIND WILL BE ACCEPTED
UNLESS FIRST REQUESTED AND AGREED TO WITH WRITTEN AUTHORIZATION

ULTRA INDUSTRIES, INC.

FROM ULTRA INDUSTRIES INC.
1908 DEKOVEN AVE. RACINE, WISCONSIN 53403

W PHONE: 262/633-5070 FAX: 262/633—-5102

FOR _SPARE PARTS, CALL: 1—800—-35ULTRA

SCALE: : DRAWN BY:
N.T.S. S ARRANGEMENT II MLD

DATE: 6 —_ 00 APPROVED BY:

GENERAL ARRANGEMENT

MODEL DRAWING NUMBER REV.
CB-80 —— CB—164 COLLECTORS
BOTTOM BAG REMOVAL CB80—-164 11| 0




